


5-AXIS CNC HIGH SPEED MACHINING CENTER 

WATCH A VIDEO OF THE 5-AXIS MACHINING CENTER IN ACTION 

  Quick Facts 

 

  Spindle Specs 

 

Consult your Sales Rep or RFC.Sales@voestalpine.com for more information. 

 voestalpine RFC Aerospace          www.voestalpine.com/rfc 

Axes Stroke Quick Positioning Speeds Bilateral Position 

Accuracy (68F +/- 1.8f) 

Unilateral Position 

Repeatability (68F +/- 1.8f) 

X = 236.22” 3,149.6”/min .00650” .00150” 

Y = 70.87” 3,149.6”/min .00236” .00100” 

Z = 47.24” 2,755.9”/min .00177” .00093” 

B = +/- 120° 9,000 °/min 60 (arc sec) 25 (arc sec) 

C = +/- 270° 9,000 °/min 60 (arc sec) 25 (arc sec) 

Power (S1) 15kW (20.1HP) @ 12K rpm Power (S1) 15kW (20.1HP) @ 12K rpm 

Max Power (S6-40%) 19kW (25.5HP) Max Power (S6-40%) 19kW (25.5HP) 

Max RPM 24K rpm Max RPM 24K rpm 

Cooling Liquid – Closed Circuit Cooling Liquid – Closed Circuit 

Torque 12.1 Nm/S1 | 15.4 Nm/S6 Torque 12.1 Nm/S1 | 15.4 Nm/S6 

NC FANUC 31i-B5 Coord Syst Rotation NC FANUC 31i-B5 Coord Syst Rotation 

128MB DRAM Multi-Part Prog Editing 128MB DRAM Multi-Part Prog Editing 

High Speed TCP (Tool 

Center Point Control) 
3D Cutter Comp High Speed TCP (Tool 

Center Point Control) 
3D Cutter Comp 

Helical Interpolation Tilted working plane index 

command 
Helical Interpolation Tilted working plane index 

command 
Programmable Mirror 

Image 
AI Contour Control Programmable Mirror 

Image 
AI Contour Control 

» Table: 53” x 239” with 40’ part capability 

» X-Axis: 236” / Y-Axis: 70” / Z-Axis 47” 

» Spindle RPM: 24,000 

» Removable Central Shield for Tandem Cycle 

» Auto Tool Indexing with 16 tool Capacity 

» Renishaw Electric Measuring Probe for 

Guaranteed Accuracy and Quality 

» Catia V5 Programming 
 

Controller 

 

https://youtu.be/S2ZR_rufBEU
mailto:RFC.Sales@voestalpine.com
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